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Resolution: 0.001mm/0.00005"

Micrometer head accuracy: +/ -3µm

Rod accuracy: +/ -(2+L / 75)µm,L is the 

measuring range in mm 

Button: on/off, set, mm/inch, ABS/INC,

 data output

IP54 protection leve

Data output

Automatic power off

Rods with flat end

Ratchet stop

395-002-01

395-006-01

395-012-01

395-002-02

395-006-02

395-012-02

0-50mm/0-2"

0-150mm/0-6"

0-300mm/0-12"

0-50mm/0-2"

0-150mm/0-6"

0-300mm/0-12"

101x17mm

101x17mm

101x17mm

63x17mm

63x17mm

63x17mm

395-002-01

Code Range Base(HxW)

W

H

47 66

Ø
18

Ø
4.

5

17

unit: mm

DIGITAL DEPTH MICROMETERSERIES 395

52

Data output LR44

LR44

 Rod (included)

2pcs

6pcs

12pcs

2pcs

6pcs

12pcs

Rod
Install rod

unité : mm

Réglage du zéro Mesure

Course Précision

MINI JAUGE DE PROFONDEUR A VERNIER

ZA de Villedieu-Niherne - 2  rue Lucien Rouzet  - 36250 NIHERNE

02 54 29 89 33    -     commercial@metrovali.com

Fabriqué en acier inoxydable

Référence

Mesure de profondeur de rainures, petits alésages et "tires thread"

Résolution : 0.1mm


