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210-010-03

With analog reading

Button: tolerance set, data preset, 

inch/mm conversion, measuring direction

 set, max./min./range measurement, 

absolute/incremental measurement 

Data output(cable code:200-03 or 200-04) 

Automatic power off

Supplied with flat and lug back

211-010-13

unit: mm 

211-010-13

211-025-13

211-050-13

12.7mm/0.5"

25.4mm/1"

50.8mm/2"

20µm

20µm

30µm

10µm

10µm

10µm

Code HysteresisAccuracyRange

SERIES 210

DIGITAL INDICATORSERIES 211
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Range: 0-12.7mm
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Range: 0-25.4mm
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Range: 0-50.8mm

VIDEO

210-010-03

210-025-03

210-050-03

5µm

5µm

6µm

2µm

3µm

3µm

12.7mm/0.5"

25.4mm/1"

50.8mm/2"

Hysteresis

210-010-13

210-025-13

210-050-13

20µm

20µm

30µm

10µm

10µm

10µm

12.7mm/0.5"

25.4mm/1"

50.8mm/2"

Hysteresis

Resolution 0.01mm/0.0005"

Resolution 0.001mm/0.00005"

Series 270

 

Application

211-010-03

211-025-03

211-050-03

12.7mm/0.5"

25.4mm/1"

50.8mm/2"

5µm

5µm

6µm

2µm

3µm

3µm

Code HysteresisAccuracyRange

Resolution 0.01mm/0.0005"

Resolution 0.001mm/0.00005"

Series 270

Styli  (optional)

Application

CR2032

Data outputCertificateCertificate CR2032

123

INDICATOR

Précision

PrécisionCourse

Course

Course:0-12.7mm

22 9

Course:0-25.4mm Course:0-50.8mm

Sortie de 
données

unité: mm

COMPARATEUR NUMERIQUE
avec réglage de la tolérance

ZA de Villedieu-Niherne - 2  rue Lucien Rouzet  - 36250 NIHERNE

02 54 29 89 33    -     commercial@metrovali.com

Touches (optionnels)

 

Sortie de données (code câble :200-03 ou 200-04)

Arrêt automatique

Touches incluses

Livré avec un dos plat et un dos à patte

Boutons ; réglage de tolérances, preset, converison
mm/inch, réglage du sens de mesure, mesure

absolue/incrémentale, mesure min/max/battement

Référence

Référence 


