
VIDEO

 

unit: mm 

M2.5x0.45

Ø
52

.8

Ø
56

Ø8 -0.009

Ø4.5 

22 9

43
73 24

21

0

25 3Ø1

M2.5x0.45

Ø
52

.8

Ø
56

Ø8 -0.009

Ø4.5 

22 9

60
11

7
22

41

0

48 Ø13

M2.5x0.45

Ø
52

.8

Ø
56

Ø8 -0.009

Ø4.5 

22 9

87
16

0
22

61

0

SERIES 212

212-010-13

212-025-13

212-050-13

20µm

20µm

30µm

10µm

10µm

10µm

12.7mm/0.5"

25.4mm/1"

50.8mm/2"

Hysteresis

212-010-03

212-025-03

212-050-03

5µm

5µm

6µm

2µm

3µm

3µm

12.7mm/0.5"

25.4mm/1"

50.8mm/2"

Hysteresis

Resolution 0.01mm/0.0005"

Resolution 0.001mm/0.00005"

Series 270

 

Application

CR2032

215-010-12

RangeCode Accuracy(fges)

215-010-02

Hysteresis(fu) Remark

12.7mm/0.5" 5µm 2µm flat back
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unit: mm 

Application

Series 251(optional)

Specially designed for bore gauges 

The minimum value tracking function can

 find the diameter automatically 

Read the diameter directly, after inputting

 the size of setting ring 

Reading in digit and analog

Button: minimum value tracking, calibration, 

data preset, inch/metric conversion, 

absolute/incremental measurement

Automatic power off 

Data output(cable code:200-03 or 200-04) 
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